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e energy eciency of digital architectures is tightly linked to the voltage level (Vdd) at which they
operate. Aggressive voltage scaling is therefore mandatory when ultra-low power processing is required.
Nonetheless, the lowest admissible Vdd is oen bounded by reliability concerns, especially since static and
dynamic non-idealities are exacerbated in the near-threshold region, imposing costly guard-bands to guarantee
correctness under worst-case conditions. A striking alternative, explored in this paper, waives the requirement
for unconditional correctness, undergoing more relaxed constraints. First, aer a run-time failure, processing
correctly resumes at a later point in time. Second, failures induce a limited ality-of-Service (QoS) degradation.
We focus our investigation on the practical scenario of embedded bio-signal analysis, a domain in which
energy eciency is key, while applications are inherently error-tolerant to a certain degree. Targeting a
domain-specic multi-core platform, we present a study of the impact of inexactness on application-visible
errors. en, we introduce a novel methodology to manage them, which requires minimal hardware resources
and a negligible energy overhead. Experimental evidence show that, by tolerating 900 errors/hour, the resulting
inexact platform can achieve an eciency increase of up to 24%, with a QoS degradation of less than 3%.
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1 INTRODUCTION
e emergence of embedded devices, able to continuously acquire and wirelessly transmit the
sensed data, is fostering a revolution across the IT landscape [3], opening novel and exciting
opportunities in many elds, ranging from environmental protection [30] to domotics [16].
Among them, healthcare applications are of particular interest, especially the ones related to
monitoring chronic cardiovascular disorders [1]. In this scenario, sensor appliances (named Wireless
Body Sensor Nodes, WBSNs) enable the long-term acquisition of bio-signals, outside of a hospital
environment and with minimal medical supervision [18].
Eciency is key for WBSNs, as the saved energy translates both in smaller form factors (by
requiring smaller baeries) and longer autonomies. Herein, we focus our investigation on the
energy optimization of the Digital Signal Processing (DSP) applications executing on WBSNs. Such
routines analyze acquisitions, deriving compact feature sets, which are then transmied on the
wireless link [7]. ey must be supported within a tight energy envelope, because DSP itself is
oen the eciency boleneck in body sensor nodes.
In this context, this paper explores the applicability of inexact processing as an energy-saving
strategy. We showcase how, by relaxing the reliability requirements of the underlying
architecture, important energy gains can be achieved, with negligible impact on the DSP
ality-of-Service (QoS), and therefore on the clinical value of the acquired data. We observe that,
to guarantee correct operations, even in worst-case conditions, nominal supply voltages should be
set conservatively, providing large guard-bands, which in turn lead to large costs in terms of energy
eciency. We take a dierent stance: we waive the complete correctness requirement, assuming
instead a non-zero probability of run-time errors. e rationale behind our approach, illustrated
in Figure 1, is that in WBSN applications acquisitions are always corrupted by noise, while DSP
outputs are oen qualitative or statistical in nature. Consequently, errors can be tolerated if the
system is never trapped in an inconsistent state due to a failure. In other words, we guarantee that
the eect of a random error is always limited in time, and eventually, normal execution will resume.
Our methodology bridges the error tolerance exposed by bio-signal DSP, which we characterize
in this paper, with the energy saving opportunities deriving from inexact computing [34]. is
approach links the characteristics of nano-scale ICs and those of application scenarios in a cross-
layer, hardware/soware co-design framework.
We enforce relaxed reliability through low-overhead mechanisms based on a run-time synchro-
nization policy, memory protection, and input- and intermediate-buer surveillance. Moreover, we
show how integrity checks can be implemented both before and aer the wireless transmission
stage, to assess the correctness of the performed DSP routines and discard incorrect outputs. By
trading-o failure rates and eciency, our goal is to maximize the amount of correct outputs
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Fig. 1. Bio-signal analysis algorithms performed by WBSNs are resilient to errors, since they process noisy
inputs to derive qualitative and/or statistical outputs.
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for a given energy envelope, while at the same time minimizing the impact of failures (and
therefore incorrect results) on the QoS.
We consider failures which manifest themselves as random bit-ips anywhere in the memory
subsystem, caused by a combination of static and dynamic eects [4] [49]. We instead neglect
failures due to particle strikes, since they are rare events (few can be expected in a billion hours
of operation, with a weak dependency on the operating voltage [48]). SRAM banks, hosting
instructions and data, are in fact the least reliable elements of digital architectures when operating
at ultra-low voltage levels [24], while combinational circuits (such as Arithmetic Logic Units, ALUs)
and Flip-Flop-based registers have higher resiliencies.
We target two applications in the bio-signal DSP domain to verify our proposed strategy. e
rst one is Compressed Sensing (CS), which performs the concurrent compression of multiple input
Electrocardiogram signals (leads). e second is a combination of Multi-Lead Filtering (MF), which
removes noise introduced by muscle activity, system AC supply interferences and base dri due to
breathing, and Compressed Sensing, termed MF-CS.
Our contribution is three-fold:
• Analyzing the application-visible impact of memory failures in WBSN DSP routines, we
explore the benets and challenges of relaxed reliability as an energy minimization strategy.
• We introduce novel reliability-aware mechanisms at the hardware and soware levels,
which guarantee the system-level resilience, embodying them in an ultra-low power multi-
core architecture [6].
• We investigate the eciency of the resulting inexact system, and the ensuing trade-o
between error rates, energy consumption and QoS degradation.
e rest of the paper is structured as follows. Section 2 summarizes related works in the addressed
eld. Section 3 categorizes the errors which arise due to supply voltage scaling. en, in Section 4,
we analyze the strategies to mitigate them. Section 5 describes the adopted experimental framework
in order to test our developed strategy. e results obtained from the experiments are discussed in
Section 6, followed by Section 7, with a summary of the main scientic conclusions obtained.
2 STATE OF THE ART AND TECHNOLOGY FOUNDATIONS
2.1 Smart Wireless Body Sensor Nodes
Cardiovascular diseases are nowadays the major cause of death worldwide, and are projected
to become even more prevalent in the future [46]. To observe the cardiac conditions of aected
subjects, long-term monitoring sessions are required, which are labor-intensive for the medical
sta (leading to costs in the range of billions of Euros [14]) and have a major impact on the quality
of life of patients. In this context, sensor nodes devoted to the healthcare domain can bring major
benets for patients and providers alike.
Numerous WBSN platforms have been proposed in recent years, both as research projects [29]
and as commercial products [20]. Among the bio-signals monitored by these devices, the most
common are Electrocardiograms (ECGs, with a number of inputs varying from one to twelve),
oxygen saturation (SpO2), skin impedance and blood pressure [38]. WBSNs require small form
factors and long autonomies, characteristics which demand a high energy eciency. Toward
this end, domain-specic Analog-to-Digital Converters (ADCs) [47] and low-power transmission
protocols [21] have been proposed.
An orthogonal approach to increase eciency is to perform an interpretation of the acquired data
on the sensor node, retrieving high-level features of clinical relevance from the acquisitions, and
only sending these through the energy-hungry wireless link. Retrieved features vary according to
medical requirement, ranging from a compressed representation of the inputs, to the ducial points
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Fig. 2. DSP can tangibly reduce the energy requirements of WBSNs. Data from [6] (features extraction), [47]
(ADC) and [21] (transmission).
of the ECG heartbeats, to the identication of normal or pathological events through automated
classication [7]. To perform the required processing, the ensuing “smart” WBSNs must embed
sizable computing capabilities, which themselves have non-negligible energy footprints. e
energy prole of smart WBSNs therefore diers with respect to the one of devices that only
sense and transmit data in two important ways, as depicted in Figure 2. First, the total energy
is markedly reduced. Second, their energy boleneck is oen in the DSP stage itself, calling for
careful architectural optimization in the digital processing system.
Indeed, low-power processors devoted to bio-signal analysis have been proposed in the literature.
Digital architectures in this domain mainly leverage aggressive Voltage-Frequency Scaling (VFS)
[41] [2] [42], operation-level parallelism [19] [11] or application specic accelerators [9] [26], in
order to lower energy requirements. ese works consider a two-dimensional design space, trading-
o costs (area and power) for performance (clock speed, instructions per cycle). We enrich this
view by adding a third dimension, that of the desired QoS. Our study is therefore orthogonal with
respect to traditional architectural explorations. In fact, although in Section 6 we show the benets
of our approach when embodied in a state-of-the-art multi-core platform [6], our methodology
can be applied as a generic strategy, irrespective of the implementation details of the underlying
hardware.
2.2 Inexact and Near-Threshold Computing
For decades, the decrease in the transistor physical size ensured that circuits could be operated at
increasingly lower supply levels, leading to ever-smaller energy requirements. is trend, known
as Dennard scaling [10], came to an abrupt halt around 2006, and voltage supply levels have been
mostly stagnant since then. e breakdown of Dennard scaling is compounded by two additional
challenges: a) the electrical characteristics of Integrated Circuits (ICs) are increasingly dicult to
control in nano-scale technologies, resulting in a high level of fabrication-time variability [4] and
b) supply voltages, especially at low levels, experience fairly large uctuations at run-time (droops)
[12]. Indeed, almost 40% of the energy consumption of the processor studied in [49] is devoted to
countering variability and droops.
ese eects are especially challenging in the Near-reshold Computing (NTC) domain [33]. e
rationale behind NTC is that transistors are most ecient when operated at, or just above, their
threshold voltage (around 500mV). In this region, although reductions in supply voltages result in a
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decrease of the maximum operating frequency, they are also responsible for a substantial increase
in the energy eciency. Such a trade-o is highly aractive for energy-constrained scenarios, such
as the one of WBSN DSP [11]. When instead voltage supplies fall below the threshold voltage,
eciency gains aen out, while performance penalties steeply increase.
In the NTC range, the reliability of traditional six-transistors (6T) SRAMs is particularly critical.
8T and 10T SRAMs [35], which have separate read and write paths, are more resilient towards
voltage scaling, but require additional area and complexity, as do solutions based on Error Correcting
Codes (ECC). Logic components can instead beer tolerate lower voltage supplies, especially when
operating at low frequencies of a few MHz, which is usual for ultra-low power systems. Indeed, a
dedicated NTC architecture, having separate voltage domains for memories and logic, has been
introduced by the authors of [24]. However, this strategy incurs a large overhead to generate and
distribute dierent supply levels and for the voltage converters, required for signals crossing the
dierent voltage islands [31].
e hey, and increasing, cost of ensuring correctness motivates research works in inexact
computing. Inexact strategies either rely on simplied circuits to realize approximate boolean
functions [40] or, as in the scenario considered in this paper, on under-supplied and unreliable
architectures [5]. While previous investigations have been made on inexact computation in other
application domains such as high performance multimedia processing [25], [28], [45], they generally
focus on errors related to timing violations, as performance is critical to those systems. However,
in the domain of ECG processing, such high frequencies of operation are unnecessary, and hence
timing violations are not a concern.
Our strategy shares some similarities with [13], [8], [27]. As opposed to [13], our methodology
does not require a strict partitioning of the computations and of the data types between exact and
approximate, an approach that places a high burden on application programmers. With respect
to [8], we do not restrict the fault-prone memory area to a portion of the data memory; on the
contrary, we consider (and manage) faults in the entire memory system, including the whole data
memory (comprising dynamic structures such as the stacks) as well as the instruction memory.
In [27] and [17], related error recovery strategies are investigated. However, the strategy in [27]
is restricted to so errors and is centered on articial intelligence applications, while the work
presented in [17] primarily deals with mitigating uctuations arising out of hardware variabilities
and mainly focuses on soware mitigation strategies.
3 VDD SCALING, ERRORS AND FAILURES
To assess the impact of variability and voltage droops at run-time, we take a two-step approach,
illustrated in Figure 3. First, we derive from a nominal supply level (Vddnom) and a statistical
voltage distribution, the failure probability of a target memory structure. en, failure probabilities
are linked to application-visible errors, while the nominal voltage is employed to retrieve the energy
consumption of the system. ose two steps are detailed below, while the strategy implemented to
minimize the impact of faults at the system level is described in Section 4.
3.1 Failure Model
SRAM failures (bit-ips) at NTC voltages can be caused by dierent mechanisms [37]. Hold failures
happen when the content of a memory cell is lost, due to leakage currents, while not being accessed.
Write stability failures occur when the correct value is not stored in a cell, even when the write
time is innite. Read and write timing failures appear when access times are too short to transfer a
state to/from a cell. Finally, a read upset erroneously ips a memory content on a read operation.
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Fig. 3. The developed framework analyzes the impact of hardware failures (top) at the application level, when
executing on the proposed error-resilient platform (boom).
e probability of these events depends on a number of factors: the adopted voltage supply, the
implementation of the cells, the memory organization and its static variability. In particular, hold
failures hamper the reliability of SRAMs at much lower voltages than other eects, while read
upsets are averted by construction when employing 8T cells (which we use in our target system).
We do not therefore consider these two failure modes in our experimental setup.
We rely on VARIUS-NTV [23] to obtain failure rates due to stability and timing violations for
an instantaneous voltage supply level (perr (Vddt )), according to the oorplan and the memory
structure of the target architecture (detailed in Section 5): the number of banks, the bank size,
their word width, etc. Similarly to [23], we examine the eect of static variability on the memory
reliability by considering multiple (100) variation maps, generated by VARIUS-NTV. In a traditional
seing, all faults must be avoided, requiring a supply level such that perr (Vddt ) = 0 under all
perr(Vddt)
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Fig. 4. Error rates at nominal voltage (right), dependent on static variability (le, grey area) and voltage noise
profile (le, blue line).
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variability conditions. By adopting an inexact computing stance, a non-zero fault probability is
instead tolerable at the system level. Such a scenario allows us to focus on the average (instead of
worst-case) dependency between faults and voltage supply.
Voltage droop eects are accounted by modelling Vdd uctuations as a normal distribution
centered on Vddnom (N (Vddnom , σn)). is formulation is in good accordance with the empirical
evidence reported in [15] and [49], while, at the same time, abstracting the details of power delivery
system implementations (such as the design of the voltage regulators and of the power delivery
network), whose study is outside the scope of this paper. e error probability for a given nominal
supply voltage and noise prole is then the area below both curves, as depicted in Figure 4. e
error rates when varying Vddnom can therefore be derived as follows:
perr (Vddnom ,σn)
=
∫ ∞
0
perr (Vddt ) × N (Vddnom ,σn) dVddt
3.2 Application-level Errors
Bit-ips manifest as application-visible outcomes that may aect both the code execution ow and
the produced data, leading to a degradation of the QoS. According to the severity of the impact,
errors are typically classied into three dierent groups [36]:
• Masked errors: A bit-ip does not inuence the runtime ow of the application nor the
output or nature of the results. Masked errors are generated when an erroneous bit does
not have any signicance on the content a word represents (e.g.: unused bits in instruction
encodings), or does not have any eect on the result of a computation.
• Silent Data Corruption errors (SDC): From a runtime point of view the application does not
suer any major change and it produces the correct amount of results at the required rate.
However, the bit-ip inuences the output by corrupting it to some degree with respect
to the expected one. While some of these errors can be the result of data modications
(e.g., a bit-ip while a processing core reads a word representing a sample of an acquired
signal), others can be produced by changes in the execution ow (i.e. premature exit form
a loop, or a function). ese incorrect run-time behaviors can be monitored and detected
up to some extent, as later explained in Section 4. It is important to note that the impact of
some of these errors can be unrecoverable, like the unwanted modication of values in the
read-only section of the data memory. Such operations must therefore be always avoided.
• Unrecoverable errors: A bit-ip leads to a runtime change in the application that either
breaks the execution ow, as when a processing core jumps to an uninitialized region of
the instruction memory (i.e. out of the memory footprint of an application), or drastically
interferes with its execution (e.g., by geing trapped in an innite loop). ese errors result
in an inconsistent system state, because as the processor runs unexpected instructions,
it nishes processing before / aer it should, or its execution is blocked. Unrecoverable
errors can be the result of bit-ips aecting both the instructions (e.g., a conditional branch
changes to be unconditional when evaluating a loop iteration), or the data words (e.g.,
the content of the link register stored in the stack is modied resulting in a jump to an
incorrect memory location).
As explained in Section 3.1, we model memory failures depending on uctuations of the voltage
supply and on static variability parameters, which are both agnostic of the memory content. Instead,
the severity of the eect of a bit-ip depends on the entity that is stored at the aected memory
location. Moreover, the probability of an error occurrence heavily depends on the access frequency
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(read or write) of the memory words. erefore, given a memory footprint of an application in
which only a single bit-ip can result in an unrecoverable error, the probability of an unrecoverable
error to happen depends on the execution trace of the application. More precisely, it is proportional
to the amount of times that the word containing that bit is used. As a result, to calculate the
probability of each type of error events, we consider in this work both the consequences of bit-ips
depending on their position in memory and the benchmarks’ access paerns at run-time.
4 ERROR MITIGATION
We propose a lightweight scheme for mitigating the eects resulting from the bit-ips described in
the preceding section. Its aim is to detect, on the node itself, all the unrecoverable errors, and to
appropriately cope with them by restoring the system to a coherent state. While our strategy results
in data loss (by requiring a system reset), it also ensures that computation will resume correctly
aerwards, eectively localizing faults in small time windows without suering permanent eects.
Moreover, the proposed strategy intends to maximize the detection of SDC errors on-board, by
monitoring abnormalities in the execution ow. Further SDC errors are also ltered out on the
receiver side, by analyzing the characteristics of the transmied data.
4.1 Strategies
Our approach to error mitigation monitors critical system components and run-time events while
processing, as well as the computation outcomes:
a) Runtime coherence: DSP systems, especially when featuring multiple cores, must implement a
policy to synchronize their run-time execution. Synchronization events, in turn, must follow a legal
paern (e.g., a processor should only be notied to resume its execution due to an event, only if it
was waiting for it). An illegal synchronization sequence can only be the result of an unrecoverable
or a SDC error, which resulted in an incorrect execution behavior.
b) FIFO surveillance: Data is exchanged between peripherals (e.g., ADCs) and processors, or
between processors, through FIFOs, which are sized to meet the real-time constraints of the intended
workloads. Nonetheless, due to an error, it is possible that a FIFO overows, either because a
processor is not able to read from it (e.g., it got stuck in an innite loop), or because an incorrect and
higher amount of data is being wrien into the FIFO. Overows can therefore be used as symptoms
indicating the occurrence of an unrecoverable or a SDC error.
c) Memory protection: Some portions of the memory, typically the application read-only section
of the Data Memory (DM), should never be wrien to. ese memory sections typically store
constant parameters that must not be modied during execution. A write request to these memory
sections signals a forbidden memory access, generated by an error in the addressing mechanism
(either in the instruction or in the processor stack that resides in the DM).
d) Detection of Instruction Memory (IM) access violations: Failures can cause a incorrect jump to an
un-initialized memory location. Accesses to addresses outside of the IM portion of an application
can be monitored to detect the occurrence of an unrecoverable error.
e) Receiver-side detection of erroneous results: Aer wireless transmission, further error detection
strategies can be performed by the receiver. For example, an eective approach, adopted in this
work, consists in comparing the frequency spectrum of the received data against the expected one,
having an a-priori knowledge of the application admissible values. Such data integrity analysis
must be performed without any intervening error, and cannot therefore be executed on the inexact
WBSN.
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4.2 Implementation
e WBSN-side error management strategies (from (a) to (d) in Section 4.1) can be implemented
with lile hardware overhead by monitoring synchronization events, the state of FIFOs, and IM /
DM accesses. Herein, we detail a concrete example applied to the multi-core system described in
[6]. e hardware components devoted to failure management are encapsulated in an Execution
Monitor module, which interfaces with the processors, as depicted in Figure 5. e monitor detects
synchronization instructions issued by the processing cores. In addition, it gets notied when
soware FIFOs are being accessed. Moreover, it is connected to the “Almost Full” signals of the
ADC hardware FIFOs, which are typically available in these peripherals. Finally, the monitor also
surveils the addresses requested by the processing cores from both IM and DM.
Upon detection of an error, the Execution Monitor can activate a global reset to restart execution
from a safe initial state. Crucially, the monitor does not embed any SRAM blocks, relying instead
on registers that can be reliably operated at low voltages. e implementation details are described
in the following paragraphs:
a) Runtime coherence: Synchronization instructions, managed by a hardware synchronizer
component, are employed in the multi-core platform in [6] to manage Single Instruction Multiple
Data (SIMD) executions and producer/consumer relationships between cores. In an error-free
execution, synchronization events are processed in a Last-In-First-Out order, as a processor can
only resume its execution from the last-entered synchronization point. In order to check coherence
at runtime, a small hardware stack (of 32 words in our implementation) is provided in the Execution
Monitor for each processor, storing the synchronization point IDs. A pop request with a dierent
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ID with respect to the one at the top of the stack is therefore an indication of an error, and causes a
system reset.
b) FIFO surveillance: ADCs typically embed FIFOs where samples are queued when they are
acquired until a processor consumes them. Soware FIFOs are also employed to store the interme-
diate results generated by the producer cores, before the consumer cores use them. In our approach
both memory structures are monitored at runtime by two slightly dierent mechanisms:
• ADC FIFO monitoring: A signal is raised from each of the 8 ADCs in the system to the
Execution Monitor module to inform the laer that the corresponding ADC FIFO is “Almost
Full”. Upon its reception, the Execution Monitor, in turn, issues the reset ag.
• Internal FIFO monitoring: A similar strategy employing an “Almost Full” and empty signals
is also used for monitoring the internal FIFOs situated between the producer and the
consumer cores. e Execution Monitor stores in a register the value corresponding to the
number of words contained in each FIFO. A write request to an almost full FIFO or a read
request to an empty one result in a system reset.
c) Lightweight memory protection: e goal of this error detection mechanism is to ensure that
the read-only section part of the DM is never wrien to. For each core, 128 words are allocated for
storing the read-only data, starting from the beginning of the private memory section. Programmers
can specify a variable to be read-only during the linking phase of the source code compilation.
At run-time, the Execution Monitor module checks write requests to the read-only section of the
DM. Such a mechanism ensures that constant application parameters are never modied, which is
crucial to ensure that errors are never propagated aer a reset event.
d) Detection of IM footprint violations: Some unrecoverable errors are related to changes in the ex-
ecution ow that make the cores jump to an incorrect IM address corresponding to an un-initialized
memory location. To tackle this issue, all the IM words are pre-initialized to an instruction which
forces the processor to branch unconditionally to a predened error handler instruction. is
instruction is then used to notify the Execution Monitor to immediately trigger a system reset.
e detection of errors can extend beyond the WBSN architecture, and include correctness checks
in the receiver, in order to counter SDC errors (as mentioned in Section 4.1). While these checks are
implemented in soware (and not at the architectural level), they form an integral part of a system
relying on inexact computing. Details of the implemented receiver-side error detection strategy are
provided below. is strategy is applicable to ECG signals, but, with dierent frequency thresholds,
it can be adapted to other bio-signal modalities as well.
e) Receiver-side detection of erroneous results: e impact of SDC errors can be further minimized
at the receiver side by analyzing the power-spectrum of the received data, and ltering out windows
of signals that do not correspond to the characteristics of an ECG acquisition. To this end, we rst
compare the power residing in the frequency range of 0-20 Hz (named P f20) and the power in the
full signal (P ff ull ), discarding signals with (P f20/P ff ull ) < 0.9. en, a second level of verication
is carried out, where the power in the frequency range of 0-10 Hz (P f10) is compared with P f20,
discarding the signals if the ratio (P f10/P f20) < 0.1. We validated this technique by processing
1080 random windows of 1024 samples from the MIT-BIH Normal Sinus database [39], achieving a
rate of false positives (correct windows classied as corrupted by SDC errors) of less than 1%.
5 EXPERIMENTAL SETUP
We investigate the eciency / QoS trade-o exposed by the relaxed reliability mechanism by
considering two bio-signal analysis applications, wrien in C language, namely:
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Fig. 6. Failure probabilities per bit in the instruction and data memory banks for 100 variation maps considering
a fixed supply voltage value (a, c), and in the presence of supply voltage droops (b, d).
• Eight-lead Compressed Sensing (CS), which executes the simultaneous lossy encoding of
eight ECG input signals [32], with each input stream being processed by a core.
• Morphological Filtering coupled with CS (MF-CS), which processes four ECG signals in
parallel, ltering out high- and low-frequency noise via morphological operators [43],
before performing their compression. For this application, four cores perform the ltering
phase, producing data that is consumed by the other four cores executing the CS phase.
For both applications, we consider an acquisition frequency of the input signals of 500 samples /
second. e target digital platform comprises eight processing cores, whose hardware structure
and dedicated compiler are generated with Synopsys ASIP designer [44]. It operates at 5 MHz,
a frequency that is sucient to meet the real-time constraints for the considered benchmarks.
Each core, featuring a three-stage pipeline, is interfaced with multi-banked instruction and data
memories (implemented as 8T SRAMs) via logarithmic crossbars. e DM is arranged in 16 banks
of 2 KWords each, with a word-size of 16 bits, while the IM is organized in 8 banks of 4 KWords,
with a word size of 24 bits.
Embedded in the platform, a hardware synchronizer allows execution of code in SIMD mode
whenever multiple cores access the same IM location in the same clock cycle [6]. Moreover, it
pauses (clock gates) and resumes execution of cores in order to re-establish SIMD execution aer
divergences due to data-dependent branches and to avoid active waiting when no input data is
available (either from the ADC or from another core). Finally, the Execution Monitor circuitry
described in Section 4 overlooks the execution of the processors, restarting the system whenever
an application-visible error is detected.
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e system has been synthesized in 65nm low-leakage technology to retrieve its area and char-
acterize the energy prole of its components, relying on small synthetic benchmarks. e retrieved
parameters are then employed to annotate a cycle-accurate SystemC model of the platform. is
strategy enables lengthy simulations of real-world DSP applications, which would be impractically
long if performed at the RTL level.
e failure rates in the memory subsystem are modeled with VARIUS-NTV [23], according to
the methodology outlined in Section 3.1. SRAM technology parameters (e.g.: the gate capacitance,
the channel length of transistors, etc.) are set according to the ITRS road-map [22]. Results, shown
in Figure 6, consider 100 dierent variation maps and a Gaussian distribution of the voltage supply
with a standard deviation of 60, 70 and 80mV.
For each error-injected simulation, a bit-ip has been introduced in the memory system to
model memory failures (either one during an IM read operation or one while a DM address is
read/wrien to). e output generated by the faulty executions of the benchmark applications
were then compared to a failure-free execution, retrieving the incurred error type as described in
Section 3.2.
6 EXPERIMENTAL RESULTS
In this section we analyze the eectiveness of our inexact computing approach from various
standpoints. First, we show the application-visible outcomes of bit-ips in memory, while executing
the two considered benchmarks. en, we analyze the eectiveness and area overhead of the
implemented error-recovery strategy. Finally, we provide evidence on the trade-o between energy
eciency and the drop in QoS, exhibited by the inexact architecture.
6.1 Error Analysis
To investigate the link between memory failures and application errors, we performed a series of
simulated executions on the target system disabling error recovery. Each simulation run processed
one ECG window (1024 samples per lead, corresponding to 2 seconds of simulated time), in the
presence of a single bit-ip, randomly located in IM or DM. 3000 random tests were processed for
the CS application and 500 for the MF-CS one, as the laer requires a considerably larger simulation
time.
Masked Errors Silent Data Corruption Errors
Missed Deadline Faulty Termination
Wrong Application Mapping
Unrecoverable Errors (10.5%) Unrecoverable Errors (12.4%)
a) CS b) MF-CS
36.8%
52.7%
73.3%
14.3%
Fig. 7. Application-visible error distribution due to randomly distributed memory failures.
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Fig. 8. Run-time error profile, considering the access frequency of memory words.
e observed error outcomes are depicted in Figure 7. In the CS application (Figure 7.a), about a
third of the simulations resulted in masked errors and hence have no application-visible eect. A
lile more than half of them produced SDC errors, while the rest of the error injection tests created
unrecoverable errors, preventing the system from recovering to a correct execution state. Among
these unrecoverable errors, a majority of memory failures lead to a jump instruction to an unused IM
location. e rest are either failures that make the processor run into an innite (or extremely long)
loop, ultimately missing the execution deadline, or those which cause a wrong application mapping
(i.e.: when a task is not assigned to the correct core). We observed a similar error breakdown
for the MF-CS application (Figure 7.b). For this benchmark, SDC errors dominate, while masked
errors are substantially reduced compared to the CS case. e contribution of unrecoverable errors
remain largely unaltered, among which errors that trap the cores in a hanged state dominate,
while other unrecoverable error sources are less prominent than in CS. In both benchmarks, the
error proles oer vast opportunities for the inexact error management scheme, dependent on the
failure criticality, as opposed to state-of-the-art error correction strategies that equally protect each
memory location.
Since dierent memory locations have dierent access frequencies, as a second step in our failure
characterization we collected statistics on the access count of each memory word, weighting the
error prole of the DM and IM accordingly. In this way, we computed statistics on the likely result
of a bit-ip at run-time, which are summarized in Figure 8. e experimental evidence shows a
high prevalence of unrecoverable and (especially) SDC errors with respect to masked ones. In
particular, for CS, while the ratio of unrecoverable errors is non-negligible, the impact of bit-ips
causing masked errors are reduced when the number of memory accesses are considered. MF-CS,
instead, presents a diminished ratio for both masked and unrecoverable errors, while the impact of
SDC errors are even more dominant than in the unweighted distribution.
6.2 Eectiveness of The Error Recovery Strategy
In a further round of experiments, we inspected the impact of errors on the availability of the
system, and the overall impact on the acquired signal integrity, when the error mitigation strategies
described in Section 4 are applied. As expected, all unrecoverable errors are countered by the
Execution Monitor, resulting in orderly resets with no side eects aer the resumption of execution.
In addition, the platform is able to detect 96.4% and 91.8% of SDC errors for CS and MF-CS
applications, respectively, by checking the state of a few critical system elements (synchronization
events, FIFOs state, IM and DM accesses).
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Fig. 9. Example of signals impacted by SDC errors relative to an error-free ECG.
Finally, the majority of incorrect outputs caused by SDC errors, which are not identied by the
Execution Monitor on the WBSN, can be eectively ltered using receiver-side integrity checks
(Section 4.2-e). In particular, highly corrupted signals (Figure 9.c), are rejected by the classication
strategy while, on the other hand, the signals which are accepted despite SDC errors (e.g. Figure
9.b) show a high correlation with the expected ECG 9.a). Data integrity checks were able to identify
82.4% of the SDC errors which escaped detection by the Execution Monitor.
6.3 Area Overhead
e Execution Monitor comprises dierent components: a single register bank tracks when a
processor enters or exits a synchronization point, while a stack for each core checks the legality of
the synchronization instructions being issued. Moreover, hardware counters monitor FIFOs for
Component Area/element (µm2) # of elements
Processor 16 969 8
DM bank 69 366 16
IM bank 98 726 8
Crossbar 17 430 3
Synchronizer 6 302 1
Execution Monitor 25 684 1
Total area (µm2) 2 119 711 -
Table 1. Area of the multi-core platform and of its architectural components.
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Fig. 10. Evolution of the ality-of-Service for dierent voltage supply values and droop variations.
possible overows, and comparators ensure that instruction and data addresses fall within valid
IM/DM ranges.
Post-synthesis data (shown in Table 1) highlights that the silicon real estate required to implement
these architectural elements (indicated in the penultimate row) results in a really limited overhead
of 1.2% of the total system area, which is comparable to the one required by a single crossbar. For
comparison, an alternative strategy in which each program and data memory word is protected by
single Error Correction Code (ECC), would incur a 12x bigger area overhead, even when just the
extra storage to accommodate the ECC bits is considered. Moreover, an ECC-based strategy would
also require non-negligible energy costs to perform parity calculations on every memory access,
which are not required in our implementation.
6.4 Eiciency/ality of Service Trade-o
As a metric for the expected ality-of-Service (QoS) of the inexact system, we measured the
ratio between correct and discarded data. Figure 10 shows the QoS degradation depending on the
employed supply voltage. We have pessimistically assumed that any detected error, either by the
WBSN or by the receiver, results in the rejection of the full window of samples being processed
(i.e. a block of 1024 samples representing 2 seconds of the ECG signal). As it can be observed,
the presence of bit-ips does not translate into tangible reductions of the QoS until the voltage is
reduced close to 1.05V (for the case of σn = 70mV ).
For comparison, we set the supply voltage that guarantees an exact execution to be 1.27V, which
is sucient to suer less than one bit-ip per year. A QoS degradation of 10% therefore allows a
supply reduction to 1.02V (-20.8%) for MF-CS. At this supply level, the platform is able to handle
more than 1700 bit-ips per hour and the QoS is guaranteed to be over 90%.
To assess the optimal point at which the voltage supply of the platform should be set-up, in
Figure 11, we show the average energy consumption per valid sample (i.e. samples of windows
that have not been discarded either on-board or on the receiver side). As it can be observed, while
considering σn = 70mV , the optimal point corresponds to a Vdd of 1.07V and 1.04V for CS and
MF-CS, bringing power savings of 28.6% and 32.3%, respectively.. In both cases the QoS degradation
is below 3%, as shown in Figure 10, and the expected error occurrence rate due to the voltage
under-supply is 240 bit-ips per hour for CS and 900 bit-ips per hour for MF-CS.
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Finally, Figure 12 shows the overall power consumption of the multi-core system supplied with
a voltage level that ensures error-free execution (1.27V) and the one incorporating the proposed
Execution Monitor supplied with the optimal Vdd (1.13V) that guarantees a QoS of more than 99%,
which is the standard for medical devices, for the considered applications. is gure shows that,
while the consumption of the Execution Monitor is not negligible in relative terms (up to 5.7%), the
absolute reduction of the system consumption reaches more than 20% for CS and up to 24% for the
MF-CS application.
7 CONCLUSIONS
Traditionally, best practices in digital system design are based on a stack of abstraction layers,
separating concerns at the lower (technology) and higher (application) levels. Abstraction is crucial
when approaching complex endeavors such as the design of modern Systems-on-Chips. On the
0 0.1 0.2 0.3 0.4 0.5
Error-free
Inexact
Error-free
Inexact
Processing Memories Execution Monitor
- 24.2% 
Power breakdown
CS
MF-CS
- 20.9% 
Power Consumption (mW)
Fig. 12. Power consumption comparison of the error-free multi-core system (operating at 1.27V) with respect
to the proposed inexact system (operating at 1.13V), which guarantees a QoS of over 99% for both applications.
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other hand, the interface between layers should also include some degrees of exibility, as a
poor choice may hide important optimization opportunities that only emerge from cross-layer
interactions. We advocate that the exploration of the trade-os between eciency and reliability
for ultra-low power systems requires such holistic view.
Following this intuition, we jointly investigated the error tolerance of applications and the
power/reliability trade-o exposed by digital circuits. e outcome of our analysis was then
leveraged to devise a multi-core architecture supporting inexact execution, and its associated
run-time model. We showed that a 100% correctness guarantee is not required to avoid permanent
system-level failures. Moreover, targeting the concrete scenario of embedded bio-signal analysis
applications, we highlighted that high failure rates can be tolerated, while minimally degrading the
application-level QoS. Finally, we observed energy eciency gains, due to voltage over-scaling, of
more than 24% with respect to an equivalent, but failure-free alternative.
Our ndings establish the benets of the inexact computing paradigm for the design of ultra-low
power WBSN architectures. ey also open further research avenues, ranging from the applicability
of our methodology to workloads beyond bio-signal processing, to the design of only “good enough”
power delivery networks devoted to inexact systems.
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